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GSM (mini server)
MS–GSM

Karakteristike

◆ H3 Quad-core Cortex-A7 H.265/HEVC 4K

◆ 10/100 Ethernet RJ45

◆ Napajanje 5V DC

◆ IP 25

◆ DIN montaža

Opis uređaja
Uređaj za komunikaciju sa eksternim GSM modemom. WEB interfejs za podesavanje.
Povezivanje sa datamon cloud serverom. Samostalan rad u lokalnoj mrezi. Softver za
konfigurisanje.

1
Inova Tech d.o.o.
Ratka Mitrovica 130, 11090 Belgrade, tel: +381 11 63 100 26

Legal notice
Reproduction, transfer, distribution or storage of part or all of the contents in this document in any form without the prior written permission is
prohibited. All rights reserved. All trademarks mentioned herein belong to their respective owners.
Copyright © 2021 Inova Tech

http://baike.baidu.com/view/9329073.htm


Technical sheet

Specifikacija

Dimenzije: dužina 107 mm, širina 87,5
mm, visina 59 mm
Napon napajanja 5V DC 2A
Interna memorija: 8GB EMMC Flash
Protokoli: TCP/IP, UDP  ARP, DHCP, BOOTP, SNMP, RIP, RARP, HTTP, TFTP, ICMP
Eksterna memorija: TF card (Max. 32GB) / MMC card slot
Serijski interfejs: RS232
Temperatura: -30°C do +60 °C
Ethernet interfejs: IEEE 802.3, IEEE 802.3u 10/100BASE-TX standard
10/100BASE-TX RJ45 port do maksimum 100m
Podešavanje: Web Interface, Web CLI
Telnet default IP 192.168.1.61
Mali400MP2 GPU @600MHz supports OpenGL ES 2.0
IP 25
Web OTA Wireless Upgrade
SDRAM 1GB DDR3
3 USB 2.0 HOST, 1 USB 2.0 OTG
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