
Technical sheet

Meteo Station/Air pollution
IP MS1

Karakteristike

◆ Dimenzije: visina 250mm x 350mm x 180 mm

◆ WEB cloud softver

◆ TCP-IP komunikacija

◆ Mogućnost kombinacije različitih senzora za detekciju.

◆ Detekcija PM1.0, PM2.5, PM4 i PM10

Opis uređaja
Meteo stanica služi za merenje klimatskih faktora kao što su: temperatura, vlažnost
vazduha, atmosferski pritisak, nivo kiše, brzina i smer vetra zagađenje vazduha PM čestice 2.5
, 4, 8 10. Tipovi senora su konfigurabilni. Softver je baziran u cloudu. Obrada podataku putem
sofisticiranog algoritma. Čuvanje višegodišnjih podataka na najsavremenijim serverima.
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Technical sheet

Specifikacija

Dimenzije kutije: 250mm x 350mm x 180mm
Napon napajanja 12V 50mA
Potrošnja u stand by režimu 50uA
Protokoli:  IP，TCP，UDP，DHCP，DNS，HTTP
Server/Client，ARP, BOOTP,AutoIP,
ICMP，Web socket, Telnet, FTP,TFTP, uPNP,
NTP, SNMP,Modbus TCP
IP: 66
Vlažnost vazduha 0-100% RH; temperatura -40~80°C
Brzina vetra 0-50m/s (0~100mph) +/- 1m/s (wind speed< 5m/s)
+/-10% (wind speed > 5m/s)
Pritisak vazduha 300...1100 hPa temperatura: -40…85°C ~ ±1 hPa
rezolucija u modu visoke preciznosti  0.0016 hPa
Rezolucija temperatura 0.01 °C
Smer vetra 8 pozicija
PM čestice PM1.0, PM2.5, PM4 i PM10
Detekcija PM čestica laser scattering metoda. Laser wavelength (DIN EN 60825-1
Class 1)
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