
Technical sheet

Pešačka barijera
Ozak 700 E N1-IT

Karakteristike

◆ max 97 prolaza/minut

◆ nominalno -20 prolaza/minut

◆ indikator smera

◆ napajanje 220V AC

◆ QR kod čitač

◆ RFID čitač Mifare/ Standard 125 kHz

Opis uređaja
Pešačka barijera u visini struka, telo i ruke uređaja od nerđajućeg čelika, milion ciklusa. Svi
ulazi su opto-kopler zaštićeni. TCP IP kontrolni modul ugrađen. Ručno podešavanje
dvosmernog sistema sa DIP prekidačima, odabir režima rada uključujući i kontrolisan prolaz u
oba smera. Sistem omogućava slobodan prolaz u hitnim slučajevima ili u slučaju nestanka
struje. Kompatibilna sa Inova Tech softverom MS-AC za kontrolu pristupa i ticketing sisteme.
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Technical sheet

Specifikacija

Dimenzije: 1060x955x280 + Dužina ruke (470mm)
Napon napajanja: 220V AC
Temperatura: -20°C do +68°C
Protokoli:
TCP/IP, UDP  ARP, DHCP, BOOTP, SNMP, RIP, RARP, HTTP, TFTP, ICMP
Mod rada Klijent/Server
Relejni izlazi 6
Ulazne zone 4
Wiegand 1
Ethernet interfejs:
IEEE 802.3, IEEE 802.3u 10/100BASE-TX standard 10/100BASE-TX RJ45 port
do maksimum 100m 1.5KV Isolation
Podešavanje:   Web Interface, Web CLI Telnet
Web OTA Wireless Upgrade
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