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RF Media Converter

RFM-GE

Karakteristike

GSM na Ethernet
Napajanje 12 do 24 V
IP 25

DIN montaza
Platforma Quectel M66

L K K K IR 2

Opis uredaja

Uredaj sluzi kao GSM serijski RTU/ASCII na Ethernet gateway.
Jednostavna konfiguracija i upravljanje putem WEB interfejsa. Moguc¢nost povezivanja sa
DATAMON cloud serverom.
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Specifikacija

Dimenzije: duzina 107 mm, Sirina 87,5
mm, visina 59 mm

Napon napajanja: 12V do 24V DC
Potrosnja: u stand by rezimu 10mA do maksimum 2A

Setup protokol: UART AT komande 115200 8 N 1
Antenski konektor : SMA GSM 50Q

Protokoli: TCP/UDP/PPP/FTP/HTTP/SMTP/CMUX/SSL

Temperatura: -30°C do +70 °C

SIM: Standard 1.8V/3.0V

Frekvencija: 850/900/1800/1900MHzGPRS Multislot ClassClass 12 GPRS
Mobile

StationClass BCompliant to GSM Phase 2/2+Class 4(2W @850/900MHz)Class
1(1W @1800/1900MHz

Sigurnosni protokoli: AES128
IP 25

LED indikacija: mreza, status
Web OTA Wireless Upgrade
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