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Kontrola pristupa sa prodajom karata

Automatska i manuelna kontrola peSackih barijera. Prilikom prodaje karte, Stampa se tiket sa Qr ili Bar
kodom. Korisnik o€ita taj kod na skeneru na pesackoj barijeri i sistem mu automatski otklju¢a barijeru.

Karte

Redovna karta Studenti Invalidi Do 7 godina Penzioneri
300 RSD 150 RSD 0RSD 0RSD 150 RSD
= Korisnici
Vremenske karte
= Grupe Mesecna karta Godisnja karta

Kartice 4000 RSD 24000 RSD
Barijere
Invalidi Barijera sredina izlaz Barijera sredina Barijera desno
Kone Kor

Ulaz Ulaz

-- —

112021124674 071 17-4676 Stomirai kartu

Operater na dashboard-u ima pregled svih dogadaja vezanih za sistem, kao i pregled prodatih karata.
Operater ima mogucnost da stornira prodatu kartu ako karta nije iskoriSCena.
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Online kupovina karata ili na licu mesta.
Moguénost izdavanja dugoroénih karata, RFID kartice ili narukvice.

Ime Prezime Adresa Broj telefona

CEE CCI N EETR

E-Mail Pocetak

Dodeli karticu

Mogu¢énost izdavanja RFID kartica za zaposlene sa opcijama ograni¢avanja kontrole.

Dashboard

Izvestaji
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IzveStaji sa opcijom exporta u Excel formatu.

= Korisnici
= Grupe

2 Kartice
ovanovi biliana
: F“:":l ; : " m

Operateri
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Specifikacija uredaja AC - 100

Dimenzije: 146,6 mm x 89 mm
Napon napajanja: 12V

Egitir:'lsun:Ja u stand by 10 mA

Maksimalna potrosnja: 500 mA
Temperatura: -30°C do +80°C
Protokoli:

TCP/IP, UDP ARP, DHCP, BOOTP, SNMP, RIP, RARP, HTTP, TFTP, ICMP
Mod rada Klijent/Server
Relejni izlazi 6

Ulazne zone 4

Wiegand 1

Ethernet interfejs:
IEEE 802.3, IEEE 802.3u 10/100BASE-TX standard 10/100BASE-TX RJ45 port
do maksimum 100m 1.5KV Isolation

PodeSavanje: Web Interface, Web CLI Telnet
Web OTA Wireless Upgrade
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e RFID citac

e Napajanje: 12V 0.2A
e Konekcija: Wiegand
e Frekvencija: 125KHz/13.56MHz

e QR/Bar kod skener

°
e Napajanje: 5VV 0.2A
e Konekcija: RS232/TCP
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e Pesacke barijere
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